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OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID

FIGURE 11A-1A—INTERNATIONAL ACCESSIBILITY SYMBOL

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11A-1B—OVERHANGING OBSTRUCTION
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FIGURE 11A-1D—WHEELCHAIR TURNING SPACE

FIGURE 11A-1E—MINIMUM CLEAR WIDTH 
FOR SINGLE WHEELCHAIR

(a) 60 INCHES DIAMETER SPACE (b)  T–SHAPED SPACE FOR 180° TURNS

FIGURE 11A-1F—MINIMUM CLEAR WIDTH 
FOR TWO WHEELCHAIRS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11A-1G—MINIMUM CLEAR FLOOR SPACE FOR WHEELCHAIRS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11A-1H—MINIMUM CLEAR FLOOR SPACE FOR WHEELCHAIRS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11A-1I—FORWARD REACH
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FIGURE 11A-1J—SIDE REACH

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11A-1L—CORRIDOR OVER 200 FEET (60 960 mm)
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FIGURE 11A-3A—CURB DETAILS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FIGURE 11A-3B—CURB DETAIL

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF 

SEE FIGURE 11B-19A

12" MIN. BORDER
GROOVES AT 3/4" O.C.
REFER  TO GROOVING
DETAIL 11A-3K

CURB AND GUTTER

A A

4"  DRAIN

SIDEWALK



FIGURE 11A-3C—CURB DETAIL
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FIGURE 11A-3F—CURB DETAIL
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FIGURE 11A-3I—CURB DETAIL
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FIGURE 11A-3L—CURB SECTIONS
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FIGURE 11A-3N—TRUNCATED DOMES
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FIGURE 11A-4—RESERVED



FIGURE 11A-5A—RAMPS AND SIDEWALKS

  ( a ) SIDEWALK OBSTRUCTIONS

  ( b ) GUIDE RAIL

  ( c ) WHEEL GUIDE

48"     MIN.
SIDEWALK

36"     MIN.

"83    
OT    "43

"83    
OT    " 43

CLEAR

POLE

STREET

FACE  OF
CURB

48"     MIN.
SIDEWALK

36"     MIN.
CLEAR

STREET

FACE   OF
CURB

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

12"   MIN.

GUIDE  RAIL
CENTERED   AT
3"     1"   HIGH+

HANDRAIL
&   CURB

"8 3    
OT    "43

HANDRAIL
&   CURB

12"   MIN.

WHEEL   GUIDE
3"     1"   HIGH+

GUIDE RAIL DETAIL

TO  SUIT
DESIGN

3"     1"  HIGH+

WHEEL GUIDE DETAIL



FIGURE 11A-6A—WARNING STRIPING AND HANDRAIL EXTENSIONS
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FIGURE 11A-6B—STAIR HANDRAILS
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FIGURE 11A-6C—RAMP DIMENSIONS
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FIGURE 11A-6D—RAMP LANDING AND DOORWAY
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FIGURE 11A-6E—STAIR HANDRAILS
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FIGURE 11A-7A—MINIMUM DIMENSIONS OF ELEVATOR CARS

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS

36"  MIN.

.
NI

M   "15

.
NI

M   "4 5

68"  MIN.

36"  MIN.

.
NI

M   "
1

5

.
NI

M   "
4

5

80"  MIN.

( a ) SIDE OPENING DOOR

( b ) CENTER OPENING DOOR



5 6
3
1
S

4
2
B

CLOSEOPEN

ALARM STOP

( a ) ELEVATOR CONTROL PANEL DETAIL

( b ) MAXIMUM INSTALLATION HEIGHTS ABOVE CAB FLOOR

PLACE   STAR
ALONGSIDE
MAIN   EXIT
FLOOR    NUMBER

5/ 8 "  MIN. NUMBERAL  HEIGHT

3/ 8"    MIN.
SEPARATION

3 / 4"    MIN.
BUTTON   DIA.

.NI
M   "53

.RL F   .VBA

X

RAIL

CONTROL   PANEL
SEE  (    a   )

ROF .XA
M   "84     

H CAO RP PA  TNORF

.NI
M   " 53

RO F . XA
M   " 45    

HC AOR PP A  ED IS

" 23

1 –1/2"
MIN.

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND IS INTENDED ONLY AS AN AID

FIGURE 11A-7B—ELEVATOR CONTROL PANEL

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS



BUILDING DESIGN AND CONSTRUCTION.
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FIGURE 11A-7D—GRAPH OF TIMING EQUATION

FIGURE 11A-7C—HOISTWAY AND ELEVATOR ENTRANCES

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF
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LEVEL MANEUVERING CLEARANCE AT DOORS
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FIGURE 11A-8B—HINGE SIDE APPROACHES - SWINING DOORS
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  FIGURE 11A-8D—FRONT APPROACH - SLIDING DOORS
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  FIGURE 11A-8E—SLIDE-SIDE APPROACH - SLIDING DOORS
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  FIGURE 11A-8F—LATCH-SIDE APPROACH - SLIDING DOORS
  AND FOLDING DOORS
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LEVEL MANEUVERING CLEARANCE AT DOORS (Continued)

THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC
REQUIREMENTS OF THESE REGULATIONS AND
ARE INTENDED ONLY AS AN AID FOR BUILDING
DESIGN AND CONSTRUCTION. 



FIGURE 11A-8G—VESTIBULE

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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FIGURE 11A-8H—VESTIBULE
(SERVING OTHER THAN A REQUIRED EXIT STAIRWAY)

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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FIGURE 11A-8I—THRESHOLDS

FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID 
THESE DIAGRAMS ILLUSTRATE  THE  SPECIFIC REQUIREMENTS
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FIGURE 11A-8J—DOOR CONSTRUCTION

 BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF 
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FOR BUILDING DESIGN AND CONSTRUCTION
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FOR BUILDING DESIGN AND CONSTRUCTION
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

FIGURE 11A-9C—EQUIVALENT FACILITATION FOR EXISTING BUILDINGS ONLY
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BUILDING DESIGN AND CONSTRUCTION.
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR
THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF
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FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

C LEA R
FL OO R
S PAC E

75" MIN.

48
"

NI
M

.

60" MIN .

03
"

.
NI

M

15"

(  a ) WITH S EAT IN TUB

(  c ) WITH SEAT AT HEAD OF TUB 

S
A

E
T

C LEA R
FL OOR
S PA C E

30
"

NI
M

.

60" MIN.

( b ) WITH S EAT IN TUB 

S
T

A
E

C LEA R
F LOOR
S PA CE

S
A

E
T

FIGURE 11A-9E—CLEAR FLOOR SPACE AT BATHTUBS



FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID

FIGURE 11A-9F—GRAB BARS AT BATHTUBS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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FOR BUILDING DESIGN AND CONSTRUCTION.
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID

FIGURE 11A-9G

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
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NOTE:    THE  AREA  OUTLINED  IN DASHED LINES  REPRESENT
                LOCATION  FOR  FUTURE  INSTALLATION  OF  GRAB  BARS

( a  )  L O C A T I O N  O F  G R A B  B A R  R E I N F O R C E M E N T S  F O R  A D A P T A B L E  S H O W E R S

26"  MIN



" 81

" 63 -  "33 " p
lu

s 
or

 m
in

us
 1

" 
0 4 

.x a
M "84

TOP OF MOUNTING
BRACKET

1/2 " Max.

1/2 " Max.
Beveled
ThresholdROLL-IN SHOWER—A

TYPICAL FOR A–C

FIGURE 11A-9H—ROLL-IN SHOWER

FOLDING SEAT

PLAN

36"  x  60" WITH ENCLOSURE

60" min.
inside face of finish

" m
in

.
03

Hand Held Sprayer
Centerline of controls or

Folding Seat

Seat

Enclosure

23" Max.

.xa
M "2/1 1

1 1/2" Max.

.ni
M "63

.xa
M "5 1

16" Max.

24"
Max.

24"
Max.

Folding

ELEVATION AT SHOWER

ROLL-IN SHOWER—C

Optional

in
si

de
 fa

ce
of

 fi
ni

sh

SINGLE LEVER
MIXING VALVE
CONTROL

Beveled
Threshold

Hand Held Sprayer
Centerline of controls or

60" min.
inside face of finish

" m
in

.
03

in
si

de
 fa

ce
of

 fi
ni

sh

" m
in

.
6 3

in
si

de
 fa

ce
of

 fi
ni

sh



FIGURE 11A-9I —ROLL-IN SHOWER
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FOR BUILDING DESIGN AND CONSTRUCTION
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

FIGURE 11A-11A—WATER FOUNTAINS
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FIGURE 11A-11C— INTERNATIONAL TTY SYMBOL 

FIGURE 11A-11E— INTERNATIONAL SYMBOL OF ACCESS FOR HEARING LOSS

INTENDED ONLY AS AN AID FOR BUILDING DESIGN AND CONSTRUCTION. 
THESE DIAGRAMS ILLUSTRATE  THE SPECIFIC REQUIREMENTS OF THESE REGULATIONS AND ARE 

FIGURE 11A-11D— VOLUME CONTROL TELEPHONES 




